Technical Location Rider

Club Alpha 60 e.V. SMS 13/2

Stage Specifications:
e Stage Size: 6.5m wide x 4.3m deep

e Drum Riser: Available upon request (2x2m or 2x3m) with 20cm or 50cm legs

PA System:
e Amplification:
o 2x Powersoft K3 DSP (PA Amplifiers)
e Main Speakers:
o 2x TW-Audio T24N (90° x 50°, 2x12”, 1.35” Horn Loaded Tops, 1400W Program)
e Subwoofers:

o 4x TW-Audio B30 (2x15”, 2000W Program)

Monitoring:
e Amplification:
o 2xthet.amp TSA 2200
¢ Monitors:
o 5xthe box pro Mon P15

o 2xthe box pro Mon A12 (Active)

Mixing Console:
e Soundcraft SI Expression 2
e Soundcraft Mini Stagebox (32 Inputs / 8 Outputs)
¢ Midas M32
e Midas DL16 Stagebox

e Midas DL32 Stagebox (available upon request)



Multicore:
e 4x CAT6 Installation Cables with EtherCON CAT5e Connectors (FOH and Stage)
e 2x XLR DMX Ways (Stage / FOH)

e 3x8/0 10m Multicores (subsnakes on stage)

Microphones and DI Boxes:
e Kick Drum:
o 1xShure Beta 91
o 1x Shure Beta 52
¢ Drums (Toms/Snare):
o 6x Beyerdynamic TG D35d
e Cymbals (Hi-Hat/Overheads):
o 6x Beyerdynamic MCE 530 (Condenser)
e General Instrumentation:
o 2xShure SM57
o 5x Audio-Technica PRO 37 (Condenser, for wind instruments)
o 2x Audio-Technica Condenser
o 4xShure SM58
o 1xShure Beta 58A
o 2xShure Beta 57A
o 3xSennheiser E606
o 1xSennheiser E945
e DI Boxes:
o 3x Mono Active DI Boxes
o 1x Stereo Passive DI Box

o 1x Behringer Active 4-Channel DI Box

DJ / BAR System:
e 4xthe box pro DSP 110
e 2x RCF Sub 705-AS I

e 1xthe t.racks DSP 408



Lighting:
e Control:
o PC-Dimmer Control with 22” Touchscreen
o Showtec 24/48 DMX Console (Controls PC-Dimmer)
o 1x Botex Dimmer Pack
e Stage Lighting:
o Back Truss:
= 1x Stairville Strobe (1500W)
»  6x Showtec Shark Wash One
= 4x Showtec Shark Spot One
o Middle Truss:
» 1x2xBlinder
o Front Truss:
=  4x 500W Theater Spots
o Floor Lighting:

*  6x Varytec Hero Wash 715 HEX LED (controlled exclusively via bar lighting
system)

o Effects:

o 1x Unique Look Hazer 2.1 (2000W)

Extra Power Options:
e 1x 32A CEE (Audio, Stage Left)

e 1x 32A CEE (Lighting, Stage Left)

Contact for Technical Questions:

Julian Ruppel julianruppel@gmail.com



